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REDIWELD





       Equipment & Tools required for the Installation of





REDIWELD

          Traficop Cushions, Tables & Sitecop Products 

Please note that the quantities specified are the minimum, which will be required for each installation team.

     Quantity



Description

1 3 kva Generator  (minimum size to run drill and impact wrench)

1                 110v Junction Box

1
          110v 25metre Extension Lead

2                    Hilti T15 or T21 Hammer Drill (or similar)

1
          110v Impact Wrench ½” drive
4                    14mm x 450mm Masonry Drills



1                    100 psi Portable Compressor

1 Sledge Hammer


1 2 lb Hammer 

1                    Medium Size Screwdriver

1                    ½” Drive Hand Ratchet

1 Measuring Tape (minimum 10 metres)

1 Chalk-Line, Road Marking Chalk 
1
          Stiff Broom

Additional masonry drill bits may be required depending on number of speed cushions to be installed.

For road constructions of concrete and granite sets, It may be more economical to use diamond drillings.

The following specialist tools are necessary for all Traficop installations and are available from Rediweld as an Installation Tool Kit.

Rediweld Installation Tool Kit Contents

Resin Cartridge Gun.


(To suit resin cartridge)

12” Long Nose Air Gun

(For Blowing out drilled holes)

½” Drive T40 Torque Bit

(For fixing countersunk frame screws)

½” Drive 17mm Deep Socket

(For fixing hex head coach screws)

14mm x 450mm SDS Masonry Drill
(For drilling all holes)

Goggles



(Eye protection whilst drilling)
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