
Traffic Products
Featuring traffic calming, inclusive
mobility, crash friendly and 
site safety products. 
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Our objective is to create innovative new traffic products while developing the
use of recycled materials. Rediweld supplies its products throughout the UK as
well as Europe, North America and the Gulf.

Our quality management system operates in accordance with ISO 9001:2000

Welcome to the Rediweld range of traffic
calming, inclusive mobility, crash friendly
and site safety products. 
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KEY PRODUCT FEATURES
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Easy Installation Installed in approx 1 hour

DDA Conformance Meet DDA conformance on a budget

Ease of Maintenance Long life expectancy

Minimum disruption To users and the public 

User friendly Clearly marked and different feel under foot

Environmental Manufactured from recycled materials

Rediweld is proud to have received
the Highways Magazine
“Excellence in Recycling” Award
with a judges comment 

“Rediweld, always forward
thinking, have come up with
another innovation recycling
idea”

BusPad Cost effective raised boarding area,
improving access to buses for 
wheelchair and other users

Based on experience and feedback
from user groups, Rediweld have
taken BusPad to a new level.

Improvements include a finer leading
edge, shallower ramp gradient and
tapered face to match half battered
kerbs. 

Typically 1/3 of 
the cost of a 
conventional 
raised bus stop

BusPad is a modular system
that can vary in width and length
to suit. A typical configuration is
3.5m long by 1.75m wide and a
platform height of 65mm. 

BusPad is available in black with
a yellow edge marking and white
fixing blocks which outline the
flat top area. 



Surface Kerbing Versatile and durable kerbs that can 
be manually handled and installed 
with no excavation
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Length             Height          Width          Fixings       Weight HB/SP

1000mm           125mm        150mm          4             11.5kg/10.5kg

Rediweld’s SurfaceKerbing can be
used for  quick and easy 
construction of  islands, buildouts,
cycle lanes, chicanes, pinch points,
road closures and lane segregation.

KEY PRODUCT FEATURES

Easy Installation Bolt down product requiring no excavation

Health & Safety Weight less than 20kg for manual handling

Relocatable For multiple or temporary use

Applications Can be used on tarmac or concrete surfaces

RediKerb  Kerb Units

45º 125mm        250mm           1             2.3kg/2.0kg

RediKerb  Corner Units

Angle               Height         Radius         Fixings       Weight HB/SP

90º 125mm        250mm           2             4.5kg/3.9kg

135º 125mm        250mm           2             6.7kg/5.8kg

180º 125mm        250mm           2             8.9kg/7.7kg

RediKerb is a comprehensive new range of surface kerbing in both half 
battered (HB) and splayed face (SP) profiles. Kerbs are available in one
metre lengths with matching corner units. As standard RediKerb is colour
black and white markings but also available without markings and colour
grey or red.
RediKerb is flexible and can be formed in a curve with minimum radii of 
4.0m for SP and 6.0m HB

www.rediweld.co.uk
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Harlow Kerb was originally
designed for Harlow with a 
particular road construction of 
concrete carriageway extending
under the footpath.

Length Height Width Fixings Weight

914mm 150mm 150mm 3 19kg

Harlow Kerbing  Kerb Unit

Surface Kerbing

The winner of a previous
Highways Magazine Award for
“Innovation in Recycling”
Rediweld’s Harlow Kerbing 
provides a bolt down form of a
Half Battered Kerb. This makes it
an alternative to surface laid 
concrete kerbs with the benefits
of manual handling, quick 
installation and immediate use.

Versatile and durable 
Quick and easy to install 
No excavation required
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Traficop 
Speed Cushions

Giving the perfect profile for a speed
cushion for any type of scheme on a
bituminous or concrete surface
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KEY PRODUCT FEATURES

Proven Patented design with 25000 supplied 

Consistent Preformed construction for consistent profile

Environmental Made from hard wearing recycled rubber

Convenient Quick to install and can be immediately trafficked

Versatile Design allowing different widths and lengths

Relocatable Can be moved or lifted for resurfacing

Fixings

Traficop Cushions use a proven form of
through fixings with unique design of
M10 x 120mm stainless steel coach 
screw and washer together with super
tough nylon Rediplug and polyester
resin. Installation requires a Ø14mm drill.

Steel sections reinforce the construction
running across the width of the cushion. 

Markings

High visibility markings are moulded
in at manufacture. UK markings are
triangular arrows but other markings
are available to suit the styles used 
in different countries

Modules

Cushions of different sizes can be
made up from combinations of
seven modules all of which are
1000mm long, with a left and right
corner, side, two ramps (300 and
400mm wide) and two intermediates
(300 and 400mm wide). This allows
cushions to vary in width by
increments of 100mm (1.6, 1.7, 1.8
or 1.9m) and  in length by
increments of 1000mm
(2.0, 3.0 or 4.0m).

Traficop is now available as two
systems based on a flat top height
of either 65 or 75mm.
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Traficop 
Speed Cushions

SPEED KILLS!
“90% of people hit at 40 mph die
compared with 20% at 30 mph
and 2.5% at 20 mph 

40 mph 

Vehicle Speeds
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20 mph 
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Road Casualty Targets

Government (PSA) targets have
been created to reduce the number
of adults killed or seriously injured
(KSI) in road accidents by 40% and
children by 50% by 2010

At Rediweld we are proud of the
contribution our Speed Cushions
have made towards achieving
these targets.

- ROSPA



Traficop Speed
Cushion 65

Giving the perfect profile for a speed
cushion for any type of scheme on a
bituminous or concrete surface
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65mm Cushions

65mm high cushions are
increasingly specified by UK
Councils. This reflects the 
standard used in France (CERTU
Specification) and Belgium.

Speed reduction results
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Cushion Length
options

2000mm

4000mm

3000mm

1600mm

1800mm

1700mm 

1900mm

Cushion Width
options

Annual injury rate

Before 

After 

19

3

Traficop 65mm high
cushions 1.6m wide
x 2.0m long are used
extensively in the
Pinehurst 20mph
zone in Swindon with
good accident and
speed reduction in
Before and After
studies.

In the Pinehurst
20mph zone the
average injury rate
plummeted from 19
to just 3 following the
installation of the
65mm cushions. 

Why 65 high?
For certain locations a 65mm high
cushion may be more suitable, such
as on a hill or severe camber where
there is a risk of vehicles grounding. 

Compared to the Traficop 75mm
cushion, apart from being lower, the
65mm has a shallower side gradient
at 1 in 5. The ramp gradient is 1 in 10.

These two factors make the 65mm
cushion more acceptable to the
emergency services and bus
operators, as well as local residents.

See www.rediweld.co.uk for
dimension product drawing.

www.rediweld.co.uk
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Traficop Speed
Cushion 75

Traficop 75mm

Now in its third generation the
Traficop 75mm high cushion
conforms with DfT
recommendations (TAL 4/94) 

The greatest speed reduction is
achieved with a 1.9m wide cushion
whereas for bus routes and most
general applications the narrower
1.6m wide cushion is most
frequently used. Ramp gradient 
1 in 10, side gradient 1 in 4.
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Safety at School gates -
Christchurch Borough Council 
using Traficop 75mm high cushions
1.9 x2.0m and 20mph Speed limit.

After (July 06)

Before (March 04) 

% of vehicles exceeding 30mph

Cushion Length
options

2000mm

4000mm

3000mm

1600mm

1800mm

1700mm 

1900mm

Cushion Width
options

Before & After Study
Grove Road, Tring Hertfordshire County Council

1.6 x 2.0m 75mm high cushion

Before (March 04) 

After (July 06)

Northbound Southbound
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Traficop
Raised tables

The cost effective method of
constructing raised tables and
junctions
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Consistent Consistent profile from preformed modules

No Excavation No excavation required

Versatile Different widths and lengths to suit application

Quiet Energy absorbent reducing noise and vibration

Environmental Made from hard wearing recycled rubber

Markings High Visibility markings moulded in at manufacture

Raised Table 

Combination Construction

The cost effective way to create a
raised table or junction 75mm
high with Traficop ramp, corner
and side modules for infill with
dense Bitumen Macadam (DBM)
or similar - typically 50mm of
base course and 25mm of
wearing course.

The weight of the base course in
tonnes is the infill area (in m2)
divided by 10 and for the wearing
course, the area divided by 20.

With tapered sides the length of a
table is available in 1 metre
increments and the width in
100mm increments.

KEY PRODUCT FEATURES

Raised Table



www.rediweld.co.uk 11

Traficop
Raised tables

Rubber Construction

For quick installation and
immediate use the whole table can
be made using rubber modules
with tapered sides or kerb to kerb.
Tables are 75mm high, flat top
profile with 1:10 ramp gradient as
DfT recommended (TAL 2/96 -
75mm high road humps)

Model           Flat top Overall Speed 
length      lengths guidance

Estate            0.8m        2.0m 15 mph

Junior            1.8m        3.0m 20 mph

Standard        2.8m        4.0m 25 mph

Major             3.8m        5.0m 25 mph

Drainage

Where possible locate a raised
table next to a surface drain. With
tapered sides leave a gap typically
200mm between the table and kerb
for drainage. 

For kerb to kerb tables Rediweld
can supply a By Pass drainage kerb
which is a 100mm square
galvanised steel section that
replaces the existing kerb.

Correct profile 
No excavation



Sitecop
Speed Ramps

Rediweld offers a unique range of
speed ramps now with three different
profiles to suit almost any application.

Easy Installation Quick and easy to install and can also 

be swiftly relocated.

Quiet ‘Soft’ feel compared to other materials

providing ‘quiet’ speed reduction.

High Visibility Distinctive high visibility yellow markings

moulded into the product.

Modular Design Modular design with middle units 500mm

wide and matching end caps 250mm wide.

Strength For strength and alignment each style

requires a reinforcing tube.

Environmental Manufactured from hard wearing recycled rubber.

MiniSitecop

‘MiniSitecop’ is the latest speed
ramp in the Sitecop range and
designed as a cost effective
answer for most applications
reducing speeds in car parks, 
on private roads, at leisure
facilities and around commercial
areas. MiniSitecop requires a 
Ø 25mm reinforcing tube.
MiniSitecop is not recommended
for HGV’s.

Model             Height Length Width Weight

MiniSitecop Middle 50mm      400mm     500mm   6.5kg   

MiniSitecop End Cap 50mm 400mm     250mm    3.0kg

MiniSitecop

KEY PRODUCT FEATURES

Speed Guidance

Sitecop 0-5 mph

MiniSitecop 5-10 mph

SitecopPlus 10-20 mph
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Sitecop End Cap 70mm       500mm      250mm 4.0kg   

Sitecop Middle          70mm       500mm      500mm 12.5kg

Sitecop

The Original ‘Sitecop’ provides 
the best solution where severe
speed reduction is required such
as for schools, security or access
points or preventing ‘tailgating’
through barriers. Sitecop is not
recommended for HGV’s. Sitecop
requires a Ø 50mm reinforcing tube.

Model             Height     Length     Width     Weight

Sitecop

Sitecop
Speed Ramps

SitecopPlus

SitecopPlus is designed to be
less severe while still producing
effective speed reduction. This
makes it ideal for retail sites,
service roads, distribution
centres, industrial estates and
residential areas. SitecopPlus is
suitable for HGV’s and requires
a Ø 50mm reinforcing tube.

SitecopPlus Middle 70mm     1000mm    500mm 25.0kg   

SitecopPlus End Cap 70mm     1000mm    250mm 8.0kg

Model             Height     Length      Width   Weight

SitecopPlus

“Every year 70 people are killed
and 2000 more are seriously
injured in accidents involving
vehicles at work” - HSE
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Jislon Pole Cones
Highways

A unique range of low maintenance,
passively safe posts for highway use.

KEY PRODUCT FEATURES

Rebound Crash friendly designed to rebound 1,000 times

Low maintenance Reducing the need of costly traffic management

Installation Quick and easy to Install 

High Visibility Improves safety at hazardous locations

Flexibility Suitable for use in many applications

Jislon Pole Cones TSRGD

Jilson Orange Pole Cones with
TSRGD markings are available
650, 800 and 1000mm high 
with embedded anchor fixings 
for demanding applications on 
UK highways.

Lane Segregation

Traffic Contraflow

Access Restriction

Parking Prevention

www.rediweld.co.uk
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At Intertraffic exhibition 
these Jislon Pole Cones were run
over 14,563 times over 4 days!

Jislon Verge Marker

Jilson Verge Marker 
Pole Cones are 800mm
high with non reflective
white banding and 
either Red/White or
Amber/Amber reflectors.
They are installed using a
fixing anchor, soft ground
spike or stick down base.

Standard products can fail at these vulnerable locations, whereas Jislon will 
still perform and continue to mark hazards.

Jislon Pole Cones
Highways

Jislon Pole Cones 

Jilson Pole Cones have been subject to a flying wheel test simulating a 
2 tonne truck travelling at 70 kmh and after 1,000 hits they still rebound
back to their original position.

Verge Marker
Fixing Anchor

Crash friendly
Passively safe

Visit our website to see
product in action
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Jislon Pole Cones
Urban

Creating a safer urban environment for
both vehicles and pedestrians 
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KEY PRODUCT FEATURES

Easy to install Installed with minimum disruption

Relocatable Versatile use - removable and relocatable

Low maintenance No painting required unlike cast iron alternatives

Performance Robust and hard wearing

City Pole Cone

Jislon City Pole Cones are 800mm
high and available in two sizes 
Ø 80mm and Ø 130mm both with
embedded anchor fixings and
ideal for pedestrian/vehicle
schemes, access restriction and
traffic management applications.

Sign Carrying Pole Cone

Sizes Fixing Total Height with Sign

800mm high NS Version 1600mm high

400mm high Ground Anchor 800mm high

Sign Variants

Speed repeater, cycle lanes, keep left and right and chevrons

To suit sizes Ø 300mm to Ø 600mm 



www.rediweld.co.uk 17

Fixings

NS Type embedded 
anchor 

• Core drill Ø 65mm to
depth 70mm

• Epoxy resin

• Spare anchors 
for multi location

Off Highway Pole Cones

Jislon Off Highway pole Cones are
orange with reflective banding and
are available 650, 800 and
1000mm high with embedded
anchor (NS Type) or stick down
base (NF Type). 

They are ideal for access roads,
car parks and traffic management
applications.

Jislon Pole Cones
Urban

Passive safety for the
urban environment

NF Type stick 
down base

• No drilling

• Epoxy resin or
Thermoplastic

• Alternative adhesive
for temporary use
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Rediweld
Parking Posts
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Model Finish Section         Height        Weight   

Pushlock Yellow Ø 60mm         625mm          6kg

Collapsible Galvanised Ø 60mm        765mm           6kg

Model   Finish           Section      Above     Below    Weight 
Ground   Ground 

Light Duty   Galvanised         70mm    590mm     720mm    14kg    

Heavy Duty Galvanised 89mm     700mm     950mm    22kg

Light Duty

Heavy Duty

Folding Posts

Telescopic Posts

Folding Posts

Providing controlled access the
galvanised Collapsible Post requires
a separate padlock and the yellow
Pushlock Post has an integral lock
which can be keyed alike when
ordered. Both are surface mounted
with three fixings. 

Telescopic Posts

Excavated Telescopic Posts are
ideal for driveways as they are
lowered into the ground when not 
in use and easy to raise ‘into
position’. Two galvanised models
are available, the Heavy Duty has
an integral weatherproof lock which
can be keyed alike when ordered
and the Light Duty requires a
separate shackle padlock.
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Parking and Security posts for
managing vehicle access and
protecting property.
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Small          Black 70mm      720mm       200mm       9kg         

Medium      Black 80mm      995mm       250mm      12kg

Large          Black 90mm      1110mm     300mm      20kg

Removable Posts

Heavyweight, removable security with
three sizes of excavated post, each
with two orange reflectors and a white
band for high visibility. 

A separate padlock is required
and the large post has two
grab handles for ease 
of use.

Model        Finish    Section     Above        Below     Weight 
Ground       Ground 

* Lock not included

Surface       Black/Yellow Ø 89mm  910mm         -             9kg       

Excavated   Black/Yellow Ø 89mm  910mm     400mm     12kg

Model         Finish        Section    Above    Below    Weight
Ground   Ground 

Fixings

Fixings are supplied separately
for surface mounted posts.
Standard fixings for concrete are
Rambolt M12 (hole Ø 25mm)
and for tarmac/concrete are
Rediplug M10 x 12mm Stainless
Steel Coachscrew, washer and
nylon plug (hole Ø 14mm).

Fixed Posts

For permanent access restriction or
building protection with posts that
are excavated or surface mounted,
which require four fixings.
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Takpave
Tactile Surfaces

Surface mounted rubber tiles providing
Tactile Surfaces for the guidance of the
visually impaired
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Tactile Surface Tiles
Pedestrian A blister pattern which indicates pedestrian

crossing points.

Corduroy A ribbed pattern which indicates a hazard such
as steps, a ramp or level crossing.

Cycle A pattern of raised bars which indicates a
segregated shared cycle track and footpath.

Dash A pattern of raised bars which provides a
guidance path around obstacles or 
between facilities.

KEY PRODUCT FEATURES

DfT Guidance Conforms with “Guidance on the use of Tactile
and Paving surfaces”

Compliance Help providers achieve Compliance with the DDA

Material Unique mineral filled elastomer formulated for durability 
and abrasion resistance.

Surfaces Supplied in 400mm square tiles and can be adhered to 
most surfaces (adhesives supplied or recommended).

Patterned Patterned surface for greater skid resistance.

Colours Available in colours buff, grey, black, blue and red 

(controlled crossing only).

Takpave was developed in collaboration with Transport Research Laboratory
and Cranfield Institute of Technology.

Corduroy

Corduroy should extend the full
width of the stairs (top or bottom)
and at least 400mm beyond,
starting 400mm back from the
step and laid to a depth of
800mm.

Pedestrian Dot

Corduroy

Cycle Dash
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Pedestrian 

Layout of blister paving at a side
junction where the side road
carriageway has been raised to
the level of a footway.

Dash (below and left)
Layout of guidance path surface at
a right angle turn

Statement on use of tactile surfaces within buildings 
Joint Committee on Mobility of Blind and Partially Sighted people 2004

“To do nothing is 
to leave visually 
impaired people 
at serious risk”

Cycle (above)
Shared cycle track/footway using
cycle surface tiles



Improving site safety with ranges of
vehicle stoppers and wheel chocks

www.rediweld.co.uk

Vehicle Stoppers
and Chocks
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Vehicle Stopper 70mm high

The 70mm high vehicle stopper 
is ideal for car park locations as a
discreet but effective restriction
protecting walkways etc.

Vehicle Stopper 125  1000mm   125mm   150mm 4       10.0kg

Vehicle Stopper 70    1000mm    70mm    140mm 3         7.0kg

Model             Length       Height    Width     Fixings    Weight

Gripchock 9/3           195mm      150mm    215mm       4kg 

Gripchock 12/3         250mm      150mm    275mm       7kg

Model             Height       Width       Face        Weight

Vehicle Stoppers

Gripchocks

Gripchock 7/3           160mm      150mm    170mm       3kg

Gripchock 4/2             80mm      150mm      85mm       1kg

Gripchocks

Gripchocks are designed for
optimum grip and long life. 
Deep ribbing maximises grip and
rounded corners avoid wheel
trapping. The shape and design
provides wheel conforming
flexibility under load. Coloured
segments are available for
visibility and identification.

Vehicle Stopper 125mm high

The 125mm high vehicle stopper
offers a greater level of restriction
for both car parks and
commercial/industrial applications.

12/3

4/2

9/3

7/3



Rediweld’s full range of traffic products
are offered on an installed basis.

Installation
Service
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KEY PRODUCT FEATURES

Trained Experienced in-house installation team

Equipment Fully resourced with appropriate plant & equipment

Efficient Reduced time and disruption due to knowledge & training

Chapter 8 ‘Give and Take’ traffic management as per Chapter 8

Cost effective Fast, reliable and cost effective service

1.6 x 2.0m Cushions laid in under 1 hour with no 
road closure and available for immediate trafficking

Installation Service

Rediweld’s contracting service 
is a direct response to requests
from local authorities and facility
managers for products to be
both supplied and installed from
one source. Rediweld also offers
support to contractors with
installation training as well as 
a site survey and advice for 
new projects.

In addition to the installation 
of traffic calming products
Rediweld installs Jislon Pole
Cones, Sitecop speed ramps,
Takpave tactile surfaces,
Kerbing and Parking posts.
Rediweld carry out Risk
Assessments and provide traffic
management.

www.rediweld.co.uk



What can we do for you?
For more information on any of the products in this brochure, or to find out 
how we can help you with your future projects - call us, or visit our website.

t. 01420 543007 Rediweld Traffic Products
f. 01420 546740 6/9 Newman Lane
traffic@rediweld.co.uk Alton, Hampshire GU34 2QR
www.rediweld.co.uk/traf fic

TRAFFIC

PRODUCTS


