INSTALLATION OF THE WAND ORCA
CYCLE LANE SEPARATOR

1. Put out warning
signs and sufficient
traffic management
measures
to ensure the safety of
operatives, road users
as per Chapter 8.
(Some locations may
require additional TM

2. Loose lay modules
according to detailed
drawings provided by
client and mark position
for Pole Cones.

Please note that if installing Glass Domes, loose lay modules with glass
domes in place and follow from Step 7.

4. Blow out holes using a long nosed air gun, powered by
a 120psi portable compressor, insert resin commencing at
base of hole, 3 to 4 pumps required using a resin gun
supplied by Rediweld.

6. Repeat Steps 2 to 5 if
installing 2 Pole Cones.
Once both pole cones
are installed you will
need to bring the middle
section down between
the Pole Cones & fix.

3. Remove sections and with a 23mm drill bit, drill to a
depth of 160mm into the carriageway. The drill used
will be a Hilti T15 or T21 hammer drill (or similar)
attached to a 3kva generator via a 25m, 110v
extension lead.

5. Insert Pole Cone and replace end section and middle
section around the Pole Cone.

7. Ensure module butt joints are tightly together and
commence drilling. With a 14mm drill bit, drill through the
holes to a depth of 120mm into the carriageway.
The drill used will be a Hilti T15 or T21 hammer drill (or
similar) attached to a 3kva generator via a 25m, 110v
extension lead.

9. Insert nylon plug and coach-screw, tap down
assembly and tighten with impact wrench, repeat until
all units are secure.

8. Blow out holes using
a long nosed air gun,
powered by a 120psi
portable compressor.

10. Remove all work debris & personal rubbish from site
and Traffic Management signs and barriers.

Rediweld Rubber & Plastics Ltd, 6-10 Newman Lane, Alton, Hampshire, GU34 2QR 01420 543007 traffic@rediweld.co.uk

